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A 4-rod deflecting structure is proposed as a possible crab cavity design for the LHC high luminos-
ity upgrade. Crab cavities are required for the LHC luminosity upgrade to provide a greater bunch
overlap in the presence of a crossing angle, but must fit in the existing limited space. The structure
has two parallel sections consisting of two longitudinally opposing quarter-wave rods, where each rod
has the opposite charge from each of its nearest neighbors. The structure is transversely compact
because the frequency is dependent on the rod lengths rather than the cavity radius. Simulations
were undertaken to investigate the effect of rod shape on surface fields, higher order multipole terms
and induced wakefields in order to obtain the optimal rod shape. The simulation results presented
show that the addition of focus electrodes or by shaping the rods the sextupole contribution of the
cavity voltage can be negated; the sextupole contribution is 321.57 mTm/m2, Epeak=27.7 MV/m
and Bpeak=63.9 mT at the design voltage of 3 MV. The damping requirements for the LHC are
critical and suitable couplers to damp all modes but the operating mode are presented. The results
of various testing cycles of the first SRF 4 rod prototype cavity are presented and show that the
cavity has reached the required transverse voltage of 3 MV.
I. INTRODUCTION
The LHC will be upgraded to increase the luminosity
by a factor of 10 during the third long shutdown (LS3);
which is planned for 2023-2025. The LHC high luminos-
ity upgrade (HL-LHC) [1] project will increase luminos-
ity by reducing the beam sizes in the interaction regions.
However this requires a larger crossing angle to reduce
long-range beam-beam effects and an increase in cross-
ing angle coupled with the smaller beam width results
in a decrease in luminosity because the beams no longer
fully overlap. It should also be noted that the crossing
angle is the angle of intersection between the counter-
rotating beams at the interaction point (IP) and not the
bunch rotation angle. To mitigate against this luminosity
loss, the bunches transverse momentum is chirped longi-
tudinally in the horizontal or vertical plane by applying
a time-varying transverse kick to the bunches such that
the bunches completely overlap at the IP.
The time-varying transverse kick required to apply a
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longitudinal chirp to the bunch is achieved with trans-
verse deflecting cavities, known as crab cavities [2]. Crab
cavities operate in a dipole mode and produce the re-
quired transverse deflection with transverse electric and
magnetic fields. The electric and magnetic fields for a
Four Rod Crab Cavity (4RCC) are shown in Figure 1.
Crab cavities do not differ from conventional transverse
deflecting cavities except that they operate with a 90 de-
gree phase shift such that the centroid of the bunch ex-
periences no net deflection through a crab cavity; while
the head and tail experience equal and opposite kicks in
order to crab the bunch.
To minimize the required transverse voltage the cavi-
ties are installed in a region with a large β function and
at a phase advance of pi/2 upstream of the IP. In order
to close the crab bump a second set of cavities are in-
stalled at a phase advance of pi/2 downstream of the IP.
At the time of the design study described in this paper,
the required transverse voltage to fully crab the beam
was 10-12 MV, however this value is still changing, but
will be considered as 12 MV for consistency in this pa-
per. To achieve 12 MV, 4 cavities are required either side
of the interaction point (IP) for each beam at each IP.
Such a high voltage could not be sustained in continuous
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FIG. 1. Electric (a) and magnetic (b) fields (arbitrary units)
in a 4RCC.
wave without the use of a superconducting RF (SRF)
deflecting cavity.
The first SRF deflecting cavity was developed at Karl-
sruhe, in collaboration with CERN, and was installed in
1977 [3]. Crab cavities have also been demonstrated at
the KEKB electron-positron collider [4]. The KEKB crab
cavities operate in a TM110-like mode of an elliptical cav-
ity and use a racetrack cross section to separate the mode
polarizations. This system showed the expected increase
in luminosity at low beam currents; however such a con-
cept has never been demonstrated on hadron beams.
The RMS bunch length of the LHC bunches is 7.55 cm
and dictates the frequency range for the crabbing sys-
tem. The frequency of the crab cavity must be a har-
monic of the 40 MHz bunch repetition frequency. If the
chosen harmonic is too high then the transverse kick to
the bunch will not vary linearly with longitudinal posi-
tion across the bunch length. However if the frequency is
too low then an excessively high RF voltage is required
to achieve the desired deflection along the bunch length;
400 MHz has been selected as a suitable compromise.












where c is the speed of light, ps is the particle momentum,
θ is the crossing angle, q is the charge of the particle, ω is
the angular frequency of the cavity, ∆φ0 is the betatron
phase advance between the crab cavity and the IP and
β∗ and βcrab are the values of the β function at the IP
and crab cavity location respectively.
The transverse gap between the counter-rotating
beams in the LHC tunnel puts stringent constraints on
the dimensions of the crab cavity. In the proposed lo-
cation for the crab cavity, the beams are separated by
194 mm and the diameter of the opposing beam pipe
is 84 mm; this provides 152 mm [5] for the crab cavity
including the space for cryogenic shielding, thermal con-
traction and the cavity wall thickness. Thus the inner
radius of the outer can of the crab cavity will be limited
to 145 mm for all designs outlined in this paper to meet
these spatial requirements. At 400 MHz an elliptical cav-
ity similar to the KEKB cavity would have a radius more
than double this and hence a novel compact design is
required to meet the stringent LHC space requirements.
The cavity design should preferably be compact both hor-
izontally and vertically to allow the same cavity design
to be used to crab the beam horizontally or vertically
to recover the luminosity loss due to the beam crossing
angle, although this is not a requirement as a different
cavity could be used for each crossing plane. The need
for the two colliding beams to share a common beam-
pipe around the interaction region results in additional
bunch-bunch interactions due to long-range Coulomb in-
teractions; this is referred to as long-range beam-beam
interaction. This breaks the symmetry between the two
transverse planes, couples horizontal and vertical motion
and generates tune shift, of opposite sign, to the head-on
collision. This additional tune-shift depends on the cross-
ing plane, so the overall tune-shift can be minimized by
alternating the crossing planes, so the head-on tune shift
is partially compensated in both planes. Hence the need
for both horizontal and vertical crab cavity deflection.
The cavity should have an aperture of 84 mm and should
be capable of providing a transverse voltage of 3 MV
(Eq. 1).
The LHC 4RCC, designed at the Cockcroft Institute,
is proposed here as a possible solution for a compact crab
cavity design. The 4RCC is based on a concept similar
to the normal conducting CEBAF deflector [6, 7], where
the cavity is operated using the TEM dipole mode of
four quarter wave rods inside an outer conductor. The
structure has four quarter wavelength rods, consisting of
3FIG. 2. A cross sectional diagram of a 4RCC.
two parallel rods being mirrored in the longitudinal plane
as shown in Figure 2. Each rod has the opposite potential
from its transverse and longitudinal neighbour for the
crabbing mode, but the structure has four modes closely
spaced in frequency for the four different combinations of
rod polarity. Such a cavity has been designed to meet the
stringent HL-LHC spatial requirements initially modify
the CEBAF design by increasing the beam pipe radius
and rod size SRF operation in the LHC. The CEBAF
cavity has an aperture of 15 mm which is too small for
the LHC. Collimation studies have suggested a minimum
aperture size is 84 mm hence the aperture is required to
be opened up.
Microphonics is the term used to describe the exci-
tation of a structures mechanical resonances by external
vibrations. This can lead to small vibrational forces lead-
ing to relatively significant displacements, which shifts
the cavity frequency by an appreciable fraction of its
bandwidth. In superconducting radio-frequency (SRF)
cavities, due to the narrow bandwidth any small vibra-
tions that cause frequency shifts larger than this band-
width can cause problems with field stability. The nor-
mal conducting CEBAF cavity has a rod radius of only
10 mm, the flexibility of the rods would cause significant
vibrations, leading to microphonics, in an SRF variant of
this cavity; thus a larger rod radius is required. There
are also additional constraints on the maximum cavity
size, as detailed above and more stringent performance
requirements in terms of the peak surface electric and
magnetic fields.
Due to the lack of azimuthal symmetry the deflecting
field is not a pure dipole and contains many higher or-
der multipolar components. This results in a transverse
deflecting voltage that varies with particle transverse po-
sition which reduces the dynamic aperture of the LHC.
Two other designs of compact crab cavities are also
proposed for LHC, the double-quarter wave [8] and RF
Dipole [9, 10]. This paper will focus only on the 4RCC
design.
In Section II of this paper we will present the design
of a cylindrical 4RCC. By considering conical elliptical
rods, we investigate the dependence of the base and tip
ellipse dimensions on peak surface fields and transverse
shunt impedance in the cavity. In Section III, we con-
sider the higher order multipole field components of the
cavity and their impact on the beam dynamics in the
LHC, showing the sextupole component is the largest
concern. In Sections III A and III B we show how fo-
cus electrodes (wings) and kidney-shaped rods can be
designed to negate these sextupole fields in the cavity;
kidney-shaped rods are selected for the final design as
they allow for lower peak surface fields than wing-shaped
rods and they are easier to machine. We focus on correct-
ing the sextupole term because there is no quadrupole or
octupole term due to the symmetry of the cavity and
the decapole term is found to be negligible for expected
transverse offsets in the 4RCC. In Section III C we sum-
marize the design parameters for different prototype de-
signs. Bead pull measurements were taken of a prototype
crab cavity in order to study if the sextupole component
can be measured and the results are shown in Section IV.
Section V shows couplers that would be suitable for use
in the LHC to damp all the modes that are not the op-
erating mode and the cavity impedance is presented. In
Section VI the results of the first high gradient cold tests
of an SRF 4 rod deflecting structure are presented. The
conclusions are presented in Section VII.
II. OPTIMIZATION OF A 4 ROD CAVITY
In order to achieve the required transverse voltage of
3 MV, a transverse gradient of 9 MV/m is required for
a crab cavity which is λ/2 in length at 400 MHz. To
obtain this gradient in stable operation the peak surface
fields must be limited. While no fundamental limits ex-
ist we choose in this study to limit the fields to Epeak <
50 MV/m and Bpeak < 100 mT, based on cold tests of
other complex SRF structures. The magnetic field is
a conservative limit based on a review of cold test re-
sults from cavities with complex geometries. The ratio
of Bpeak/Epeak was chosen to be 2, while other designers
tend to opt for ratios of 1.5-1.8 [9], it was decided that
Epeak should be lower due to the difficultly of the high
pressure rinse on the complex rod geometry.
For the optimization of the cavity design, the peak
fields will be divided by the transverse voltage, VT , to
provide quantities which are independent of the energy
stored in the cavity. The transverse voltage can be cal-
culated from the longitudinal voltage using Panofsky-
Wenzel theorem [11]
VT = − ic
ω
5T Vz, (2)
where ω is the angular frequency of the cavity, c is the
speed of light and 5TVz is the transverse gradient of the
longitudinal voltage. In addition to minimization of the
peak surface fields, it is also important to minimize the
dynamic cryogenic load of the cavity. This is character-










where G = Q0RS is the geometric factor, P is the power
dissipated as heat in the cavity walls due to ohmic heat-
ing, and RS is the surface resistance of the cavity walls.
However as RT is inversely proportional to the cavity sur-
face resistance, it is conventional to optimize the cavity
geometry to minimize the product G2
R
Q , which is inde-
pendent of the surface resistance.
A. Conical Elliptical Rods
The design of the 4RCC for the LHC is loosely based
on the CEBAF deflecting cavity [7]; however several de-
sign changes are required for LHC. First the rods must be
separated significantly to allow for the required aperture
in LHC and the rods must be made wider to stiffen them
against microphonics. There are additional constraints
on the maximum cavity size and more stringent perfor-
mance requirements in terms of the peak surface electric
and magnetic fields.
The 4RCC geometry can be characterized by a number
of parameters, depending on the cavity design. For a
conical elliptical rod shape, the tip and base of the rods
are parametrized by the width and breadth of each ellipse
as well as the gap between rods and the length of the rods
(Figure 3). The length of the rods has the strongest effect
on the resonant frequency and is varied to maintain a
cavity frequency of 400 MHz as the other parameters are
varied [12]. The cavity was optimized is CST Microwave
Studio [13] with 200,000 - 400,000 tetrahedral mesh cells
per simulation.
As the gap decreases the transverse voltage also de-
creases for fixed values of peak surface fields because the
electric fields around the rods also decreases (Figure 4);
hence so does the electric field along the beam axis. From
the Panofsky-Wenzel theorem the transverse voltage is
seen to be directly proportional to the change in longi-
tudinal voltage with transverse position. Since Vz(r) de-
pends on the size of the longitudinal gap, hence so does
VT . As we are focused on small gaps compared to the
wavelength, the transit time factor is close to unity and
can therefore be neglected. Hence reducing the fringe
fields near the beam will also reduce the transverse volt-
age; hence the gap should be large enough to provide
sufficient transverse voltage. However an excessive gap
length reduces the transverse shunt impedance in the cav-
ity [12], thus the gap will be fixed at 60 mm for all further
simulations. Bpeak/VT is not affected by the longitudinal
rod gap because there is no magnetic field in this region;
this has also been confirmed with simulations. The lon-
gitudinal rod gap affects the relative phase between the




FIG. 3. Parametrization of the conical elliptical 4RCC.
From Figure 1, it can be seen that the electric field
is concentrated around the tip and the magnetic field
is concentrated around the base; thus the peak electric
and magnetic fields can be minimized independently by
varying the tip and base ellipse parameters respectively.
The base ellipse rounding was set to 20 mm for these
simulations as it is sufficient prevent large peak magnetic
fields near the rod base.
We begin by optimizing the base ellipse. Figure 5
shows Bpeak/VT vs base width for different values of base
breadth. As the base width is increased, the peak mag-
netic field decreases and reaches a plateau for widths
larger than 110 mm; this is because the surface current
has to flow around the beam pipe which is 84 mm in di-
ameter. Similarly as the base breadth is increased, the
peak magnetic field decreases and reaches a plateau for
breadths larger than 65 mm.
Figure 6 shows G2
R
Q vs base width for different values
5FIG. 4. Fringe transverse electric fields vs longitudinal posi-
tion for different rod gaps.
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Breadth = 45 mm
Breadth = 50 mm
Breadth = 55 mm
Breadth = 60 mm
Breadth = 65 mm
Breadth = 70 mm
FIG. 5. Bpeak/VT vs base width for different values of base
breadth. The tip width and breadth were fixed at 45 mm and
40 mm respectively.
of base breadth. As can be seen from the plot, the trans-
verse shunt impedance is maximized for a base breadth
of 110 mm and decreases with base width. The base el-
lipse dimensions do not significantly affect the transverse
voltage, but it does affect the peak surface magnetic field;
which in turn affects the RF losses in the cavity. Thus
an increase in Bpeak will result in a reduction in trans-
verse shunt impedance. A base width of 110 mm and
breadth of 65 mm has been selected as a compromise
between minimizing the peak surface magnetic field and




Q vs tip width for different values of tip breadth was
also simulated. This showed that the transverse shunt
impedance is maximized when the tip ellipse width and
Base width [mm]
















Breadth = 45 mm
Breadth = 50 mm
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vs base width for different values of base breadth.
The tip width and breadth were fixed at 45 mm and 40 mm
respectively.
breadth are both minimized; however this will lead to a
large value of Epeak. A tip width and breadth of 45 mm
and 40 mm respectively have been chosen as the optimal
working point.
A similar optimization was undertaken for the tip el-
lipse. The tip rounding was set to the minor axis of the
tip to minimize the curvature. Varying the tip geome-
try does not affect the peak surface magnetic field but as
it affects VT , it is important to monitor Bpeak/VT (Fig-
ure 7). As can be seen, Bpeak/VT has little dependence
on the tip breadth < 50 mm and increases slightly with
tip width; this is because as the tip dimensions increase,
VT decreases.
The tip geometry directly affects the transverse electric
field, thus VT . The transit time between the base of the
rod, where the magnetic field is situated, and the tip
of the rod, where the electric field is situated, applies a
small phase shift between the magnetic and electric fields;
which results in a change in VT .
Figure 8 shows Epeak/VT vs tip width for different val-
ues of tip breadth. If the tip breadth is too small the sur-
face electric field concentrates at the tip and Epeak/VT
reaches a plateau for tip breadths ≥ 40 mm due to local-
ized field enhancement. Similarly, as the width increases
Epeak/VT decreases and reaches a plateau for tip widths
≥ 45 mm.
In addition to the main crabbing mode, it is also im-
portant to consider other modes with frequencies near
400 MHz. Indeed due to the symmetry of the crab cav-
ity, there are two dipole modes and two monopole modes
with frequencies near 400 MHz; excitation of these other
modes by passing proton bunches will lead to wakefields
in the cavity which will affect later bunches. The second
dipole mode will lead to a transverse kick to the cen-
troid of the beam; however this mode has equal charges
6Tip width [mm]




















Breadth = 10 mm
Breadth = 20 mm
Breadth = 30 mm
Breadth = 40 mm
Breadth = 50 mm
Breadth = 60 mm
Breadth = 70 mm
FIG. 7. Bpeak/VT vs tip width for different values of tip
breadth. The base width and breadth were fixed at 110 mm
and 65 mm respectively.
Tip width [mm]

















Breadth = 10 mm
Breadth = 20 mm
Breadth = 30 mm
Breadth = 40 mm
Breadth = 50 mm
Breadth = 60 mm
Breadth = 70 mm
FIG. 8. Epeak/VT vs tip width for different values of tip
breadth. The base width and breadth were fixed at 110 mm
and 65 mm respectively.
on each longitudinally opposing rod hence has low lon-
gitudinal electric field and is not excited by the beam.
For the monopole modes, one of the modes will have
the same charge on all four rods and is not excited by
the beam, the other monopole mode has a net longitudi-
nal voltage which will introduce energy deviations to the
bunches. Sketches of the rod polarity configurations for
the monopole and dipole modes are shown in Figure 9.
By considering the monopole mode which is excited
by the beam, we can estimate the effect of wakefields
in the cavity. Due to the capacitance between the
rods, this mode is always at a lower frequency than
the dipole mode and is known as the lower order mode
FIG. 9. Sketches of the rod polarity configurations for the
monopole and dipole modes in a 4RCC.
(LOM) cite4rccnima. The LOM R/Q vs base width and
breadth is shown in Figure 10. As the base breadth
increases the LOM R/Q decreases; thus a larger rod
breadth is beneficial. This is because as the fields are
concentrated around the rods, an increase in the surface
area increases the stored energy and hence decreases the
R/Q. However the LOM R/Q is maximized for a base
width of 110 mm, which is the design value; but the in-
crease in R/Q is considered acceptable in comparison to
the increase in Bpeak/VT resulting from a decrease in base
width. The same simulation was run while varying the
tip ellipse dimensions which shows that the LOM R/Q is
very weakly dependent on the tip width and is minimised
when the tip breadth is as large as possible.
The dimensions of the outer can affect the LOM R/Q
as well as RT /Q for the crabbing mode; as shown in
Figure 11. A cylindrical 4RCC design was used for this
parameter scan in order to illustrate the dependence of
R/Q on outer can radius. The range of values for the
outer can radius exceeds the spatial constraint for the
crab cavity stated in the introduction; this has been done
in order to look at the R/Q dependence over a larger
range in order to be applicable for more generic 4RCC
designs. The can radius for the final 4RCC design are of
course within the specified limits.
Figure 12 shows the LOM frequency vs width for dif-
ferent base and tip breadths. For the base ellipse, the
LOM frequency is minimized when the width is 110 mm
and increases as the breadth increases. For the tip ellipse,
the LOM frequency decreases as the tip width increases
and the frequency is minimized when the tip breadth is
∼ 40 mm as the capacitance at the end of the rod is in-
creased. The length of the rods is strongly coupled to
the frequency of the crab mode, whereas the dimensions
of the outer can of the cavity is strongly coupled to the
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Breadth = 45 mm
Breadth = 50 mm
Breadth = 55 mm
Breadth = 60 mm
Breadth = 65 mm
Breadth = 70 mm
FIG. 10. R/Q of the LOM vs width for different values of
breadth for the base ellipse with the tip width and breadth
fixed at 45 mm and 40 mm respectively.
Can radius [mm]














LOM R / Q
FIG. 11. Plot of the RT /Q (blue) and LOM R/Q (red) vs.
radius for the outer can.
frequency of the LOM. Therefore we can tune the LOM
frequency such that it is sufficiently far from the crabbing
mode to avoid induced wakefields, whilst also sufficiently
far from a harmonic of the bunch repetition frequency to
avoid resonant effects.
III. MULTIPOLE EXPANSION AND BEAM
DYNAMICS
The dipole mode of complex cavity geometries is often
not a pure dipole mode and the azimuthal variation in
the longitudinal electric field will often have monopole,
dipole, quadrupole and sextupole components. The mul-
Base width [mm]
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Breadth = 50 mm
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Breadth = 65 mm
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(a)
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Breadth = 10 mm
Breadth = 20 mm
Breadth = 30 mm
Breadth = 40 mm
Breadth = 50 mm
Breadth = 60 mm
Breadth = 70 mm
(b)
FIG. 12. Frequency of the LOM vs width for different values
of breadth for the base (a) and tip (b) ellipses.
tipole expansion of an RF field can be written as




n sin (nθ) + bnr
n cos (nθ), (4)
where bn describe the normal multipole components. In
the 4RCC, due to symmetry, only odd multipole com-
ponents are possible and hence we are only concerned
with dipole, sextupole and decapole terms. The addition
of couplers and manufacturing errors may also give rise
to even multipolar terms but these are neglected in this
paper.
We can describe the impact of the crab cavity on the
beam dynamics of the machine in a variety of approxi-
mations. The simplest method is inspired from the mul-
tipole description of magneto-static devices and models
8the effect of the cavity using a series of normal and skew
integrated multipoles in the ultra-relativistic and kick ap-
proximations. The multipoles for the LHC crab cavities
are under study in [14, 15] in the context of the machine
dynamic aperture. An alternative approach using Tay-
lor maps was successfully used in this context for the
LHC in [14, 16] and for accelerating RF cavities in [17].
The transverse symmetries of the cavities restrict the al-
lowed multipoles, with the behaviour of the multipoles
following the corresponding magnet behaviour. Hence
the dipolar cavities will only exhibit odd normal mul-
tipoles, with even multiples and skew multipoles being
only non-zero in the presence of numerical noise. There-
fore the first allowed multipole is a sextupole for a perfect
cavity. The limit on the allowed sextupole is complex
and is a function of the machine optics and dynamical
aperture considerations. Stability studies have been un-
dertaken and suggest that the sextupole term should not
exceed ∼ 1500 mTm/m2 in order to allow an orbit tol-
erance of > 1 mm and negligible impact on the dynamic
aperture [18]. Furthermore the dynamic aperture of HL-
LHC has been studied in [14, 15] asssuming a b3 of 1159
mTm/m2 and found no significant impact on the LHC
dynamic aperture.
In a 4RCC, if the rods were infinitely wide, the rods
would become infinite parallel plates; thus producing
a pure dipole field. However as the rod width de-
creases, the magnitude of the sextupole field increases
for a fixed dipole field of 33.3 mT (Figure 13); the de-
capole components of the cavities are of the order of 0.1-
5×106 mTm/m4.
The impact of the crab cavities on the beam up to oc-
tupole (b4 in multipole notation) has been carefully stud-
ied in [15], showing a large tolerance to multipole compo-
nents in the cavity. In particular the dynamic aperture as
a function of b4 shows no significant drop up to values of
the order of 1× 105 mTm/m3. In addition the tune shift
with amplitude is negligible for octupole components of
this value. The complete assessment of the impact of a
large b5 (decapole) component is under study; however
the tune shift is second order in the multipole strength,
hence the dynamic aperture should be stable to values at
least an order of magnitude in excess of the b4 limit, so
decapole strengths exceeding values of the order of 106
mTm/m4 should be readily tolerable.
A. Wing shaped rods
It is however possible to modify the shape of the rods
to manipulate the field; thus negating the sextupole term.
In electron guns and kickers, focus electrodes are of-
ten used to make the fields uniform [19] and a similar
method can be applied here. Figure 14 show the sex-
tupole component vs angle for the wing shaped rods; the
sextupole terms are calculated from CST simulations us-
ing the method described in [20]. The rods have addi-
tional wings where the length and angle of the wings can
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Breadth = 50 mm
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Breadth = 10 mm
Breadth = 20 mm
Breadth = 30 mm
Breadth = 40 mm
Breadth = 50 mm
Breadth = 60 mm
Breadth = 70 mm
(b)
FIG. 13. Sextupole component vs rod width for the base
ellipse (a) and tip ellipse (b).
be varied. For these simulations the base was fixed at
60 mm. When the wing length exceeds the base length,
no additional contribution to the sextupole field occurs
and the sextupole field reaches a plateau. For a fixed arm
length > 0, the wing angle can be set to negate the sex-
tupole field. A similar methodology could also be applied
to the shaping of other TE or TEM crab cavities [9, 10].
B. Kidney shaped rods
The wings have been shown to correct the sextupole
field, but the peak surface fields exceed the required tol-
erances due to the sharp corners and radii of the wings
geometry; hence another rod shape is required to com-
bine the low surface fields of the conical elliptical cavities
9Arm length [mm]






























FIG. 14. (a) Sextupole component of wing shaped rods vs an-
gle for a base width of 60 mm and (b) and the parametrization
of the wing shapes.
with the low sextupole fields of the wings. The chosen
rod design is a kidney shaped rod; this is drawn in CAD
by designing a conical elliptical rod and removing the in-
tersection with a ‘cutting ellipse’ (Figure 15). The kidney
shaped rods are sufficiently smooth to reduce the surface
fields to tolerable levels sufficiently flexible in design to
tune the sextupole component. After removing the inter-
section of the cutting ellipse from the rod shape, a 20 mm
rounding is applied to smooth the ellipse shape.
As can be seen in figure 16, the cutting ellipse width
can be varied to negate the sextupole term for different
rod widths. For a rod width of 110 mm, to negate the
FIG. 15. Parametrization of the kidney shaped 4RCC.
Cutting ellipse width [mm]
















Offset = 10 mm
Rod width = 160 mm
Rod width = 210 mm
Offset = 10 mm
Offset = 0 mm
Offset = -10 mm
FIG. 16. Sextupole component vs cutting ellipse width for
different rod widths and offsets.
sextupole component, the radius of the cutting ellipse
needs to be smaller than the beam pipe radius; therefore
the rods would encroach on the beam aperture, which is
not acceptable for the LHC. Alternatively, the breadth of
the cutting ellipse could be increased to negate the sex-
tupole term; however this parameter was kept constant
for these simulations. Figures 17 and 18 show that de-
signing the rods to negate the sextupole term does not
correspond to minimized peak surface electric and mag-
netic fields; thus a compromise in necessary. In these
plots the tip width and breadth are 110 mm and 70 mm
respectively and the base width is varied, from this a solu-
tion is selected which satisfies the constraints on required
transverse voltage and field uniformity.
C. Final Designs
Two prototype cavities and a final cavity have been
designed; one of the prototypes were manufactured by
Niowave in niobium and the other by Lancaster Univer-
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Offset = 10 mm
Rod width = 160 mm
Rod width = 210 mm
Offset = 10 mm
Offset = 0 mm
Offset = -10 mm
FIG. 17. Epeak/VT vs cutting ellipse width for different rod
widths and offsets.
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Offset = 10 mm
Rod width = 160 mm
Rod width = 210 mm
Offset = 10 mm
Offset = 0 mm
Offset = -10 mm
FIG. 18. Bpeak/VT vs cutting ellipse width for different rod
widths and offsets.
sity and the Cockcroft Institute in Aluminum. Table I
summarizes the main parameters for three designs chosen
for further study. The Niobium prototype was of Design
A (Figure 19) which has narrower rods than the other
designs to allow both halves of the prototype cavity to
be milled from a single ingot of niobium to reduce the
material cost. The Aluminum prototype cavity was of
design B and had slightly wider rods in order to keep
the R/Q high for the dipole mode while keeping the sex-
tupole component low; however this also meant having a
high LOM R/Q. Although impedance calculations con-
cluded that a low LOM R/Q was more important than a
high dipole R/Q hence a wide rod design C was also stud-
ied. The LOM R/Q values for these cavities are smaller
than for the conical elliptical rods (Figure 10) because
the dimensions of the outer can are different.
FIG. 19. The Niobium 4RCC prototype (Design A) dressed
for cold RF testing.
FIG. 20. CAD drawings of the final cavity designs viewed
along the beam axis
A CAD drawings of the final cavity designs is shown in
Figure 20, looking along the beam axis. As can be seen,
design A has the narrowest rods, and design C has the
widest rods. As shown in previous sections, wider rods
result in a higher R/Q for both the crabbing mode and
the LOM. The width of the cutting ellipse is the same for
designs A and B, and set to the beam pipe radius of 84
mm, the cutting ellipse in design C is significantly wider,
resulting in smaller multipole components as the dipole
field is more uniform.
A high R/Q is beneficial if the geometric factor, G, is
also high as it minimizes losses, however if R/Q is too
high it can lead to issues with the LLRF stability [21].
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TABLE I. A table of parameters for the final crab cavity de-
signs
Parameter Design A Design B Design C
Base width [mm] 120 136 194
Base breadth [mm] 74 74 96
Tip width [mm] 100 110 175
Tip breadth [mm] 70 70 96
Offset [mm] 30 30 18
Cutting width [mm] 84 84 265
Cutting breadth [mm] 84 84 84
Cavity length [mm] 500.7 500.7 524.8
Cavity diameter [mm] 145 145 145
Longitudinal gap [mm] 60 60 60
Epeak at VT = 3 MV [MV/m] 30.7 29.2 27.7
Bpeak at VT = 3 MV [mT] 54.9 58.9 63.9
Sextupole field [mTm/m2] -898.5 474.33 321.57
Decapole field [×102 Tm/m4] -24.5 -25.4 -1.01
RT /Q [Ω] 538.11 504.72 325.00
LOM R/Q [Ω] 130.85 124.28 102.97
LOM Frequency [MHz] 374.60 375.27 371.41
HOM 1 Frequency [MHz] 435.45 436 439.4
HOM 2 Frequency [MHz] 449.72 452 456.19
HOM 3 Frequency [MHz] 687.91 676 642.17
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The 4RCC has a very high R/Q compared to other TEM
or TE crab cavities hence it is was felt that this could
be traded off somewhat against other design parameters.
Widening the rod has a strong affect on dipole R/Q, with
wide rods having 40% less impedance. In addition the
R/Q of the LOM was found to be strongly related to the
R/Q of the dipole mode hence reducing the R/Q of the
dipole mode has a similar effect on the LOM, with De-
sign C having 30% less impedance than design A. The
peak fields also increase as the rods get wider, with the
peak magentic field increasing from 55 mT to 64 mT from
Design A to Design C. The frequencies of the first three
HOMs are only weakly dependent on the rod geometry
and are mostly dependent on the rod length. The first
two HOMs are the other two eigenmodes of the four quar-
ter wave resonators, where the opposing rods have the
same charge hence the shunt impedance of these modes
are very low.
The final design was chosen as Design C, in order to
keep the LOM impedance as low as possible at the ex-
pense of peak fields and dipole R/Q, and is shown in
Figure 21. Beam dynamics simulations have concluded
that the sextupole field in this cavity design is tolera-
ble and has a negligible effect on the dynamic aperture;
the peak surface fields are sufficiently low as to allow for
stable operation without significant ohmic heating and
quenching. The lower dipole R/Q of this design would
result in a higher cryogenic load but it was still relatively
high. The low LOM R/Q of this design will also result in
a low longitudinal impedance experienced by the passing
bunches; longitudinal impedance is a major concern for
(a)
(b)
FIG. 21. Cross-sectional diagram of final cavity design C (a)
and an isometric view (b).
HL-LHC and must therefore be minimized.
IV. PERTURBATION MEASUREMENTS
In order see if it was possible to verify the reduction
in the sextupole term due to the kidney shaped rods
an aluminum prototype was manufactured (Figure 22).
The geometry for the aluminum cavity (design B) was
chosen at an early stage in the design before the LOM
impedance limits were known, and design B was cho-
sen, although this was not the design for the final cavity.
However an effective method of accurately measuring the
sextupole RF field component in a cavity is not currently
known. In magnets a rotating coil can be used [22] but
this method becomes complex at RF frequencies hence
another method must be utilized. The multipole compo-
nents of the RF field in the cavity can be decomposed by
observing the variation of the longitudinal electric field
either radially or azimuthally. The radial variation is
simpler to measure hence we have selected to initially in-
vestigate this method to ascertain the accuracy of such a
12
FIG. 22. The Aluminum cavity without the outer can, show-
ing the inner rods.
measurement and hence if it can be used to measure the
sextupole component in crab cavities.
In order to measure the longitudinal electric field a
resonant perturbation technique, commonly known as a
bead pull was utilized to measure the field amplitude
at different radial positions along the cavity [23]. The
bead pull method uses a metallic or dielectric perturb-
ing object (normally a circular bead or cylindrical nee-
dle) threaded on a thin dielectric thread (in this case
Kevlar). As the perturbing object is moved through the
cavity a local change in the energy density causes a fre-
quency or phase shift, proportional to the value of the
local field squared, which can be measured by a network
analyzer. A circular bead will affect all field directions
equally whereas a needle is more sensitive to field parallel
to its major axis; hence a longitudinal needle is required
to measure the longitudinal electric field. The frequency
shift, ∆fr, due to a metal needle is proportional to the
sum of the squares of the electric and magnetic fields
around the perturbing object multiplied by a polariz-
ability factor, αi, for each field component. f0 is the
unpeturbed frequency and W is the energy stored in the
cavity. Assuming the perturbation is small the frequency
shift, which can be converted into a phase shift if the Q






















The electric (αE) and magnetic (αM ) polarizability of
a solid metallic elliptical needle is calculated below where
β = b/a with a being the radius of the ellipsoid’s major
longitudinal axis and b being the radius of the ellipsoid’s
minor transverse axis [23]. For a hollow cylindrical metal
needle we can approximate the geometry as that of a
solid elliptical needle with the the radius as the minor




























































As we are measuring a dipolar electric field close to
the axis, where the field is close to zero, we need a needle
as a perturbing object. We have chosen to use a metal-
lic needle which produces a larger perturbation than a
dielectric needle, however this also results in a pertur-
bation due to the transverse magnetic field which needs
to be taken into account. A needle can be used to mea-
sure the longitudinal electric field with error bars equal
to the perturbation from the other field components. A
cylindrical needle of 30 mm length and 0.8 mm radius
was used to measure the longitudinal electric field (Ez)
of the 4RCC. The error due to the other field compo-
nents for this needle can be calculated using the fields
from a CST simulation. The transverse magnetic field
provides a perturbation that is 16% of Ez and the trans-
verse electric field provides a perturbation that is 19%
of Ez, at an offset of 10 mm in the cavity. The error
due to these components can be calibrated out if those
fields are known. We can make the assumptions that the
transverse electric and magnetic fields are approximately
constant across the aperture (a CST simulation shows
this to be a reasonable approximation, Figure 23) and
that the longitudinal magnetic field component is zero.
From this a measurement of the frequency shift with the
needle at the centre of the cavity, where Ez = 0, can
measure the perturbation from the transverse field com-
ponents only; which we will refer to as ∆fT /f0. The
measurement can then be subtracted from the measure-
ment at larger radial offsets to leave only the longitudinal
term. There is also an uncertainty in the measurement
due to the finite length of the needle, as the field ampli-
tude will vary along it and we use a hollow cylindrical
needle rather than a solid elliptical one. However both
these effects can be calibrated out with the use of CST
simulations and will likely be identical at different offsets
and hence will not affect relative measurements of the
voltage at different offsets.
In addition to the errors due to the other field com-
ponents and the finite size of the needle there is also
random electrical noise on the measurement. As we re-
quire the square root of the frequency/phase shift along
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FIG. 23. Transverse E field (blue) and H field (green) vs
horizontal position in arbitrary units (A. U.).
TABLE II. A table of design parameters of the control ellip-
tical conical cavity design [24]
Parameter Value
Rod gap [mm] 60
Length [mm] 402
Beam pipe radius [mm] 42
Outer radius [mm] 145
Beam pipe rounding [mm] 30
Rod base rounding [mm] 20
Tip rounding [mm] 20
Tip width [mm] 65
Tip breadth [mm] 70
Mid width [mm] 67.5
Mid breadth [mm] 90
Base width [mm] 70
Base breadth [mm] 110
Emax at 3 MV [MV/m] 37.0
Bmax at 3 MV [mT] 66.2
the cavity length to get the field it is necessary to take
the magnitude of the measurement; thus the noise does
not cancel out over several measurements or along the
length. When the magnitude of the signal due to the
noise is integrated along the cavity length to get a volt-
age we find that it adds a finite dc offset to the voltage
measurements. Several measurements of the the needle
moving through the cavity center, where Ez = 0, were
performed. By subtracting the phase from two identical
runs and integrating we can get a measurement of the
voltage error due to the noise. By repeating this over
several measurements we found this noise voltage to be
fairly constant over the course of an hour and hence can
be calibrated out of measurements performed soon after.
In order to differentiate between a cavity with a high
and low sextupole component the measurements are com-
pared to CST simulations of an elliptical conical cavity
as well. The design parameters for the elliptical conical
cavity are summarized in Table II [24]. The measured sig-
nals are scaled to the CST simulation results to account
for the uncertainty in the polarizability of the needle due
TABLE III. A table of the multipolar components of the el-
liptical conical and Aluminum cavity designs, normalised to
a transverse voltage of 10 MV
Multipole component elliptical conical Aluminum
Dipole [mTm] 33.3 33.3
Sextupole [mTm/m2] −6383.8 474.3
Decapole [mTm/m4] 8.49× 105 −2.54× 106
to the use of a cylindrical rather than elliptical needle.
The measurements show that the longitudinal voltage is
roughly linearly dependent on the transverse offset in the
cavity as expected; hence producing a uniform deflecting
voltage in good agreement with the simulation results.
The measurement results are shown in Figure 24 and
compared to simulation results from CST Microwave Stu-
dio [13]. It can be seen that the CST simulation results
for the longitudinal voltage for cavity Design B do not
vary greatly for small offsets as the sextupole component
is proportional to r3 whereas the dipole varies with r.
Thus a sufficiently large transverse offset is required to
observe a statistically significant change in Vz due to the
sextupole component; the dipole, sextupole and decapole
terms for the elliptical conical and Aluminum cavities are
shown in Table III. At an offset of 30 mm the bead pull
measurement of transverse voltage variation is accurate
to ∼ 2%; resulting in a minimum sextupole amplitude
sensitivity of ∼ 60mTm/m2 with a dipole transverse volt-
age of 10 MV. For the Aluminum crab cavity, at 30 mm
transverse offset, the decapole field is approximately 5
times larger than the sextupole field; thus making the
sextupole component difficult to measure. If the sex-
tupole field were measured at a transverse offset of 4 mm,
the field contribution from the sextupole term would be
10 times larger than the contribution from the decapole
term. However at this offset, the signal to noise ratio of
the measurement would be approximately 1; thus pre-
venting any statistically significant measurements of the
sextupole term. By comparison, for the elliptical conical
crab cavity, the decapole field is approximately 10% of
the amplitude of the sextupole field at 30 mm transverse
offset. Further work will investigate if better sensitivity
can be obtained by measuring the azimuthal variation in
longitudinal voltage rather than the radial variation.
V. LOM AND HOM COUPLERS
One issue with 4RCCs is the LOM. Most HOM cou-
plers utilize high pass filters along with bandstop filters
to ensure that the operating mode has a high Q, but with
a LOM in the cavity this would also not be damped due
to the high pass filter. This means that a 4RCC also
needs an additional LOM coupler. If the LOM and the
operating mode of the cavity can be separated then the
coupler could utilize a low pass filter and a bandstop fil-
ter, however for LHC the LOM is very close to the dipole
mode at ∼ 370 MHz. Thus only a bandstop can be uti-
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FIG. 24. Comparison of bead pull measurements and CST
simulations of relative voltage with predicted longitudinal
voltage against bead or beam offset. “EC” represents the
elliptical conical cavity.
lized without using a complicated multi-element low-pass
filter, and care must be taken in the couplers’ circuit to
ensure strong damping of the LOM (Q ∼ 500) and close
to no damping of the crabbing mode (Q ∼ 109). However
just using a bandstop would require very tight mechanical
tolerances so this alone is not allowable. Instead we use
the different field patterns of the crabbing mode and the
LOM to place the coupler in a location with high LOM
fields but no fields in the crabbing mode. For horizon-
tal crabbing there is no field in the vertical plane hence
a LOM coupler can be placed there, with high electric
fields in the LOM near the end of the rods and a high
magnetic field near the base.
It has been determined from CST simulations [13] that
a magnetic coupler provided significantly more damping
than electric coupling so the coupler design chosen is a
loop to couple to the high magnetic field in the LOM
at the base of the rods. The bandstop filter is created
by adding an annular section which is capacitively cou-
pled to the outer conductor and connected to the inner
conductor via a stub. The inductance of the stub and
the capacitance of the annular ring provide a bandstop
at 400 MHz. Two support rods were added to keep the
coupler aligned to the field null of the crabbing mode,
these were positioned 50 mm away from the loop in or-
der to fit a flange between the support and the cavity
making the whole system demountable for tuning and
cleaning. As the coupler has low fields in the crabbing
mode there is no issue related to heating of the gasket
by the crabbing mode. The pick-up is also coupled ca-
pacitively to make this section also removable for ease of
assembly. The length of the inner conductor between the
filter and the tip of the loop, and the length between the
filter and the feed-through are both chosen to increase
coupling at 370 MHz by creating two resonances. The
FIG. 25. LOM coupler geometry (top) and transmission spec-
trum (bottom).
final coupler is shown in Figure 25 and achieves an ex-
ternal Q of 451 for the LOM when coupled to the cavity.
This coupler was also found to damp all monopole modes
up to 2 GHz.
As this coupler is placed in a field null of the crabbing
mode the RF losses on this coupler are very low. The
heat load due to the LOM itself is less than 100 mW.
As with all SRF cavities HOM couplers are needed to
damp all the monopole and dipole modes above 400 MHz.
One complication is the dipole mode at 440 MHz which
has longitudinally opposite rods with the same polarity.
This mode is close to the operating frequency of the cav-
ity and hence any high pass filter is likely to attenuate
this frequency strongly. To aid in the damping of this
mode it was chosen to have three HOM couplers, one for
vertical modes, one for horizontal modes and one espe-
cially for the 440 MHz mode. The 440 MHz mode coupler
is a simple probe with a notch filter to reject the crabbing
mode. This coupler would be placed at the longitudinal
center of the cavity so that it does not couple to the crab-
bing mode, hence allowing the coupler to safely operate
without a high pass filter, but does couple to the 440 MHz
mode, a notch filter is added only to protect against cou-
pler misalignment. The other option would be to damp
the 440 MHz mode with the horizontal HOM couplers
but the coupler design becomes very complex.
The coupler for damping vertical HOMs is a probe type
coupler and the coupler for horizontal HOMs is a loop
type coupler at the base. Both couplers are mounted on
the bottom of the cavity and have right angled bends
so the cables run longitudinally due to space limitations.
Both couplers have a notch filter created by an annu-
lar ring connected to the inner conductor near the tip
of the coupler (shown in Figure 26). This shields the
flange/gasket from the crabbing mode’s magnetic fields
allowing the couplers to be demountable. Without the
notch filter there would be excessive heating on the cop-
per gasket. This notch filter is used on all four couplers
(including the LOM). The HOM couplers incorporate a
high-pass filter in the right angled bend in case the notch
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FIG. 26. Filter design for the vertical and horizontal HOM
couplers.
FIG. 27. A CAD drawing of the 4RCC with the HOM
and LOM couplers as well as the fundamental power coupler
(FPC).
filter’s centre frequency is moved during assembly or cool-
down. This coupler has good rejection of frequencies up
to around 550 MHz, and has a broad passband above
this frequency up to 2 GHz allowing good damping of all
HOMs. The passband has three peaks which where ad-
justed to have maximum damping at the frequencies of
three HOMs that required additional damping after as-
sessing the impedance of the cavity with an initial design.
A modified version of this HOM coupler design has also
been proposed for the double-quarter wave crab cavity for
LHC. A CAD drawing of the 4RCC with the HOM and
LOM couplers as well as the fundamental power coupler
(FPC) is shown in Figure 27.
A simulation of cavity Design C with all HOM/LOM
couplers was performed in CST Microwave studio The
combination of all four couplers is found to damp all
modes up to 2 GHz to the longitudinal and transverse
FIG. 28. Modal Impedance for the final 4RCC design.
impedance limits of 2.4 MΩ and 1.5 MΩ/m total over 16
cavities per beam as shown in Figure 28 [25]. The re-
quirement for the 4 couplers could be relaxed if a higher
impedance could be tolerated after detailed impedance
modeling with a realistic spectrum. The impedance
requirement for HL-LHC has indeed been relaxed for
the other crab cavity concepts in this manner and the
impedance of the 4RCC presented here is now nearly
an order of magnitude lower than the current modi-
fied specification. However in order to achieve this four
HOM/LOM couplers are required, however one of these
is a simple probe with a notch and the geometry of the
filters is identical for both HOMs simplifying the manu-
facture. The current modified impedance specifications
could potentially be met with less HOM couplers.
VI. TESTING
A prototype of cavity design A was manufactured in
Niobium in 2012 by Niowave in the US and was the first
of the 4RCC designs to be manufactured and tested. The
rods and base plates were machined from a single ingot
of Niobium; avoiding the need for complicated electron
beam welding around the rods. However, during man-
ufacture one of the rods did not meet design specifica-
tions and so needed to be removed and a replacement
rod welded in its place.
Between 2013 and 2015, the prototype 4RCC under-
went 3 cold tests at the SRF vertical test station in SM18
at CERN. During the tests, the cavity was monitored
with a range of sensors distributed around the cavity.
This included oscillating superleak transducers (OSTs)
to detect quenches by measuring 2nd sound oscillations
in the superfluid liquid Helium [26], 18 contact Cernox
temperature sensors [27] placed on the inside of the rods
and around the outer can, helium level gauges, cavity
and helium bath pressure gauges and 3 single-axis mag-
netic flux probes to measure residual ambient magnetic
field [28, 29].
During cold testing, the cavity is cooled from 300 K
to 15 K at a rate of 15 K/min. Niobium has a super-
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conducting transition temperature of 9.2 K, where the
thermal conductivity suddenly drops. At 15 K, the cav-
ity is allowed to reach thermal equilibrium and then the
cavity is cooled at a rate of 0.9 K/min; this limits the
spatial thermal gradient to less than 2 K over the entire
cavity; hence avoiding thermal electric currents. Cooling
at a low rate allowed the cavity losses to be monitored as
a function of temperature to be monitored throughout.
Due to the geometry of the cavity and its vertical ori-
entation in the cryostat, there was the potential for flux
trapping at the superconducting transition at the tips of
the bottom rods, but this was not seen as an issue be-
cause the RF magnetic field should be close to zero at
this location.
The first cold test on the 4RCC took place in March
2013, after a 120◦C 24-hour bake out, but before the final
light buffered chemical polish (BCP). The cavity achieved
a transverse voltage of 1.6 MV with a low field Q-factor
of 1 × 109; equivalent to 45 nΩ of residual resistance.
Although the transverse voltage was significantly lower
than the 3 MV design value, this was the first compact
crab cavity to exceed 1 MV transverse voltage. It was
discovered that steel components in the vacuum system
had resulted in a residual magnetic field of approximately
10 µT; which likely caused the large residual resistance
in the cavity and hence the drop in transverse voltage.
The cavity also had problems sustaining a high vacuum
during this test and a vacuum pressure of approximately
1× 10−7 mbar at 2 K was measured.
After this initial test, the cavities Nb-Ti flanges were
inspected to understand the cause of the high vacuum
pressure, and significant burring was found on the knife-
edges. The cavity flanges were then re-machined after
which the cavity underwent a BCP with an average re-
moval thickness of 20 µm, followed by a high-pressure
rinsing with 100 bar ultrapure water in order to remove
any contaminants from the surface. The high pressure
rinse was comprised of 6 cycles, with a two-jet nozzle
traveling through the cavity at 0.5 mm/s and rotating
at an angular speed of 3 rpm to ensure the whole inner
surface of the cavity was rinsed. The cavity was accessed
for rinsing from the beampipes, and as such there was no
direct line of sight from the jet to the back of the rods,
hence leaving the possibility of remaining contamination
at these locations. After the rinsing, the cavity was dried
in an ISO4 clean room environment for 12 hours with a
laminar air flow in the direction of the beam axis.
The cavity was retested in December 2013, under the
same conditions as the first test and achieved a trans-
verse voltage of 3.3 MV, 10% higher than the design
value of 3 MV; however the Q-factor was measured to
be 1.1×109. 3.3 MV is equivalent to a peak electric field
of 35 MV/m and a peak magnetic flux density of 65 mT
which is lower than the expected maximum limiting val-
ues, implying higher transverse fields could potentially
be achieved in future testing. Negligible radiation was
produced during this test, hence field emission was not
an issue, although the thermal sensors and the 2nd sound
quench detection system [26] suggest that the cavity was
undergoing a thermal quench near the weld on the side of
the replacement rod. As there is a small magnetic field
component perpendicular to the weld in this region, it is
likely that this led to heating of the weld region leading
to a thermal quench. As little heating was observed on
the other rods it suggests that a base plate made from a
single piece would likely reach a higher transverse gradi-
ent.
After the second cold test, the low Q-factor (or large
residual resistance) was investigated. It was revealed that
the input and pickup probes where manufactured from
stainless steel rather than copper. As the probes pene-
trated into the cavity fields this led to RF losses, a pro-
portion of which appeared as Ohmic losses in the cavity
rather than cable losses. CST simulations verified that
the error in the measured residual resistance of the cav-
ity due to the stainless steel probes were approximately
22 nΩ instead of 9 nΩ for copper probes.
A third test was undertaken in August 2015 with new
copper probes, however the high pressure rinse system
was later found to have a contamination issue, thus the
cavity could not operate at high gradient due to con-
taminants introduced in this process causing field emis-
sion at high field. Thus the maximum transverse voltage
measured was only 2.5 MV, although the Q-factor had
increased to the expected value of 3.5×109, equivalent
to a residual resistance of 15 nΩ. Of this residual re-
sistance, 9 nΩ was attributed to the copper probes from
CST simulations and an estimated 6 nΩ attributed to the
Ohmic losses in the cavity. This corresponds to a power
dissipation of approximately 4.5 W from the cavity dur-
ing normal operation, which compares favourably with
the cryogenic system; which is designed for a maximum
cavity heat load of approximately 6 W [30].
The cavity will be subjected to further testing in early
2017 after improvements to the high pressure rinse sys-
tem at CERN. The results of the second and third cavity
cold tests are presented in Figure 29.
VII. CONCLUSIONS
In this paper we present a novel design of a trans-
versely compact crab cavity. Four quarter-wave rods,
aligned longitudinally, provide a deflecting field where
transversely opposing rods have opposite polarity. Im-
portant cavity parameters, such as peak surface fields,
lower order mode impedance and multipolar components
in the cavity are all governed by the shape of the rods
in the cavity. Different rods shapes are investigated and
show that conical elliptical rods can be used to mini-
mize the peak surfaces fields in the cavity, but they pro-
duce large sextupolar fields. The sextupole field from the
crab cavity changes the energy dependent tune spread, or
chromaticity, of the bunches and introduces other chro-
matic and geometric aberrations which reduce the dy-
namic aperture of the LHC.
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FIG. 29. Q verses transverse voltage measurements, and ra-
diation monitor readings of the Niowave 4RCC tests.
We show that the introduction of focus electrodes can
be used to reduce or even eliminate the sextupole compo-
nent in the cavity. We present this technique as a method
to improve field uniformity in crabbing and deflecting
cavities; the shape of the rods or focus electrodes can al-
ways be optimized to completely negate the net sextupole
contribution of the cavity, however this leads to high sur-
face fields. A kidney shaped rod design has been devel-
oped as a compromise between the conical elliptical rods
and wing shaped rods to produce a cavity with relatively
low peak surface fields and a tolerable sextupole compo-
nent. The final cavity design has Epeak = 27.7 MV/m,
Bpeak = 63.9 mT and the amplitude of the sextupole
field component is 321.57 mTm/m2 at 10 MV deflecting
voltage. Beam dynamics studies have been undertaken
and suggest that the 4RCC design presented in this pa-
per does not cause a significant detriment to the dynamic
aperture of the LHC [15].
A prototype cavity was manufactured from aluminum
to verify simulation results from CST Microwave Studio.
Bead pull measurements were performed at a range of off-
sets and estimated errors were calculated from repeated
measurements. With the given errors the measurement
can only distinguish between the field profile of the el-
liptical conical and kidney shaped rods at an offset of
30 mm. However, at this offset the amplitude of the de-
capole field for the kidney shaped, aluminum crab cavity
is approximately 5 times larger than the sextupole field
making it difficult to measure the exact sextupole ampli-
tude. Future work will investigate measuring the change
in voltage by moving the bead in a circle around the
beam-axis.
Suitable couplers that damp the cavities LOM and
HOM are presented. The LOM at ∼370 MHz is damped
(Q ∼ 500) while rejecting the operating mode (Q ∼ 109).
Similarly the HOMs are damped by HOM couplers that
damp all remaining HOMs up to 2GHz. The combina-
tion of all 4 couplers ensures that the impedance limits
of 2.4 MΩ and 1.5 MΩ/m are met for the full LHC layout
with 16 cavities.
A prototype cavity was manufactured in niobium and
repeatedly tested in SM18 at CERN. Initially the cavity
was able to achieve a transverse voltage of 3.3 MV. How-
ever the Q was lower than desired at 1.1× 109. This low
value was found to be due to the couplers being manufac-
tured from stainless steel rather than copper. The cavity
was then reprocessed and achieved a Q of 3.5 × 109 in
subsequent testing. However due to contamination issues
with the high pressure rinse system the cavity was only
able to achieve a gradient of 2.5MV in this test. Further
tests are planned with an improved high pressure rinse
system during 2017.
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